
AT938D
ESD Safe Constant Temperature and 
Adjustable Digital Soldering Station

Features:

   

● High performance dual-core wire ceramic heater

● Temperature read out in ℃ and ℉

● On/O� switch on the right side of the unit.

● MCU controlled temperature calibration. 

● Simulate bar indicating heating up status.

● LCD display screen making control visualization.

● User-friendly menu enables system setting easier.

● Separate iron stand to save room and to make easier deposit.

●Buttons(1,2,3) for pre-setting or switching frequently used 

temperature.

●Low-voltage heater separated from power supply to keep 

soldering work safer.

● Soldering tip designed separate from heater and using 

exchangeable 900M series to save use-cost.

Economic 

Package list
Main unit :  1Unit   

Handle set :  1 PCS 

Iron stand :  1 PCS 

AC cord :  1 PCS

Manual :  1 PCS 

Cleaning sponge :  1 PCS

Standard Packing:
Inner box :  25x21x13.5（CM)   

N.W.:  1.79kgs       

G.W.:  2.03kgs    

Carton:  12PCS/Carton    

Size:  52x44x44（CM)   

N.W.:  24.4kgs     

G.W.:  25.6kgs

Voltage:           

Power:               

Heater voltage:

Temperature range:

Temperature o�set range:

Temperature accuracy:

Temperature stability:

Heater:

Tip-to-ground impedance:

Tip-to-ground voltage:

Dimensions:

Net weight:

AC (100V/110V/120V||220V/230V/240V) 

50/60Hz(Optional)

60W

26VAC

150-450°C/302-842°F

±50°C/±90°F

±15°C

±2°C(in still air, no load)

dual-wire ceramic heater

<2Ω 

<2mV

146（L)*120w)*91H) mm

1.8KG

Speci�cation:



AT980D

Features:

● High performance four-core wire heater

● Temperature read out in  ℃ and ℉

● On/O� switch on the right side of the unit. 

● MCU controlled temperature calibration. 

● Simulate bar indicating heating up status.

● LCD display screen making control visualization.

● User-friendly menu enables system setting easier. 

● Separate iron stand to save room and to make easier deposit.

● Buttons(1,2,3) for pre-setting or switching frequently used 

temperature.

● Low-voltage heater separated from power supply to keep 

soldering work safer.

● Soldering tip designed separate from heater and using 

exchangeable 900M series to save use-cost.

ESD Safe Constant Temperature Controllable 
Digital Soldering Station

Package list
Main unit :  1Unit   

Handle set :  1 PCS 

Iron stand :  1 PCS 

AC cord :  1 PCS

Manual :  1 PCS 

Cleaning sponge :  1 PCS

Standard Packing:
Inner box :  25x21x13.5（CM)   

N.W.:  1.74kgs   

G.W.:  2.0kgs

Carton:  12PCS/Carton    

Size:  52x44x44（CM)   

N.W.:  24.0kgs       

G.W.:  25.1kgs

AC (100V/110V/120V||220V/230V/240V) 

50/60Hz(Optional)

80W

26VAC

150-450°C/302-842°F

±50°C/±90°F

±10°C

±2°C(in still air, no load)

High quality four-core wire heater

<2Ω 

<2mV

146(L)*120(W)*91(H) mm

1.8KG

Voltage:           

Power:               

Heater voltage:

Temperature range:

Temperature o�set range:

Temperature accuracy:

Temperature stability:

Heater:

Tip-to-ground impedance:

Tip-to-ground voltage:

Dimensions:

Net weight:

Speci�cation:



AT315DH 
Lead-free & ESD Safe Premium Soldering Station 

150W high frequency eddy 
current heating element 

Package list
Main unit :  1Unit   

Handle set :  1 PCS 

Iron stand :  1 PCS 

AC cord :  1 PCS

Manual :  1 PCS 

Cleaning sponge :  1 PCS

Standard Packing:
Inner box :  25.5x21x13.5(CM）

N.W.:  1.70kgs  

G.W.:  1.95kgs    

Carton:  8PCS/Carton            

Size:  53x43x29（CM)     

N.W.:  15.6kgs      

G.W.:  1.67kgs  

Features:

● Smart recognition of working or non-working status.

● Automatic standby, shutdown with smart time setting.

● High frequency eddy heating element, fast heating-up,

thermal recovery and high thermal capacity.

● Temperature locking.

● Beep alarm function available.

● Temperature read out in ℃ and ℉

● MCU controlled temperature calibration. 

● Simulate bar indicating heating up status.

● User-friendly menu enables system setting easier. 

● Separate iron stand to save room and to make easier deposit.

● New design with LCD display screen making control visualization.

● Buttons(1,2,3) for pre-setting or switching frequently used 

temperature.

● Temperature Up to 500℃ for high thermal capacity required 

circumstances.

● Low-voltage heater separated from power supply to keep 

soldering work safer.

● Soldering tip designed separate from heater and using 

exchangeable AT500 series to save use-cost.

Soldering tip

Voltage:           

Power:               

Heater voltage:

Temperature range:

 Temperature o�set range:

Temperature accuracy:

Temperature stability:

Automatic stand-by time:

Standby temperature:

Heater: 

Temperature lock:

Tip-to-ground impedance:

Tip-to-ground voltage:

Dimensions:

Net weight:

AC (100V/110V/120V||220V/230V/240V) 

50/60Hz(Optional)

150W

28VAC

150-500°C/302-932°F

±50°C/±90°F

±10°C

±2°C(in still air, no load)

10 minutes

100°C

high frequency eddy current heating

element

Yes

<2Ω 

<2mV

161(L)*126(w)*102(H) mm

1.8KG

Speci�cation:



Comparison Table of Soldering Stations:

Production line   

R & D Center

Education & 
Training institutes

After-sales service center

Home use

Hobby
Application:

Model ST-60 ST-80 AT-90DH ST-100 AT938D AT980D AT315DH

Power: 60W 80W 90W 100W 60W 80W 150W

Heater voltage: 26VAC 28VAC 24VAC 24VAC 26VAC 26VAC 28VAC

Temperature range:
150-450℃/
302-842℉

150-480℃/
302-896℉

100-500℃/
212-932℉

150-480℃/
302-896℉

150-450℃/
302-842℉

150-450℃/
302-842℉

150-500℃/
302-932℉

Temperature o�set range: ±50℃/±90℉ ±50℃/±90℉ ±50℃/±90℉ ±50℃/±90℉ ±50℃/±90℉ ±50℃/±90℉ ±50℃/±90℉

Temperature accuracy: ±15℃ ±10℃ ±10℃ ±10℃ ±15℃ ±10℃ ±10℃

Temperature stability:
±2℃ still air, no
load

±2℃ still air, no
load

±2℃ still air, no
load

±2℃ still air, no
load

±2℃ still air, no
load

±2℃ still air, no
load

±2℃ still air, no
load

Automatic stand-by time: 1-120 minutes 1-120 minutes 1-99 minutes 1-120 minutes - - 10 minutes

Standby temperature: 150℃ 150℃ 200℃ 150℃ - - 100℃

Automatic shutdown time: 1-120 minutes 1-120 minutes - 1-120 minutes - - -

heater:
dual-wire
heater

quad-wire
heater

Silver alloy
heater

Silver alloy
heater

dual-wire
ceramic heater

quad-wire
ceramic heater

high frequency
eddy current
heating
element

Temperature lock: Yes Yes Yes Yes - - Yes

Beep: Yes Yes Yes Yes - - -

Tip-to-ground impedance:
<2Ω <2Ω <2Ω <2Ω <2Ω <2Ω <2Ω

Tip-to-ground voltage: <2mV <2mV <2mV <2mV <2mV <2mV <2mV

Operative tips: 900M series 900M series AT800 series AT800 series 900M series 900M series AT500 series



900M soldering tips
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