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LED TD1 M20  

  
  

 שישמש  המסורתי  TEARDROP מחליף. נקיים  לחדרים  TBAR  "2  לתקרת  תאורה  גוף 
  ננומטר. 400פילטר   עם גם  לקבל  ניתן  פלורסט.  נורות
ת החלפ   לתחזוקה.  קל  מצהיב. בלתי  אופל  PMMA  כיסוי  ,  6063  אלומיניום  מבנה 

  .ZAHGA תקן  דרישות  לפי   מהירה  מעגלים
  ניתן לחיבור טורי או מקבילי.

  ניתן לשלב חרום במעגלים.
 
 

 
ELECTRICAL DATA 

 

Light source LM56020E64/128082/840 TCI
DRIVER 750-OSRAM 120W OTFIT240  
Voltage rating 48V 
Light source included Yes 
Type of LED SAMSUNG 2835 

MECHANICAL DATA 
 

Type of installation SURFACE MOUNTED 
Housing material ALUMINUM 6063 

INFORMATION 

 
E/500 

 
 

)Degree of protection (IP  65IP  
Degree of protection 

/(IP) /top  
IP65 

Class of protection I 
Energy class +A  

  

LIGHT  

DATA 

 

   
 
 
 
 
 
 
 

 
AVAILABE VARIANTS  

 Luminaire COVER Luminaire Luminaire’s 
luminous efficacy 

Colour Weight [kg] 

 ]power [W/M  

40 
 
CLEAR 

luminous flux 
 ]lm[  

4800 

]lm/W [  

120 

temperature [K] 

4000 
 

0.65KG/M 
       

Colour Ral 9016White  

Light colour 4000K -White  
Color rendering index 83 
Light distribution DI 
Class of luminaire I 
Light output degradation B10 
Lumen maintenance L80 
Lifetime  <h 54000  
MacAdam SDCM 3 

  

 


